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Page 2 FD4 Lab. Freeze Dryer Specification Summary 

General  

The Chamber is mounted within an enclosed stainless steel SUS304 (SUS316 is an op-

tion) frame with 4 casters wheel ( 2 for lock) to easy to move. All equipments such as 

Vacuum pump, refrigeration unit, control system are mounted within the frame.  

All machines are tested from factory before delivery  

Chamber and door  
The round shape chamber has product load-
ing unloading door. The door has smooth 

and easy lock system with correct alignment 
and sealing against chamber. The door made 

from clear acrylic to allow visual monitor 

both product and vapor condenser. The 
chamber made from stainless steel SUS304 

with diameter 350mm and 360mm depth.  
 

Shelves  
Shelves made from stainless steel consist of 
5 shelves(4 useable). 

Product tray made from SUS304 provide 2 
set per machine 

Vapor Condenser  
Condenser is wrapped type with coil around 
the chamber. Refrigeration of the coil is by 

direct expansion valve via thermostatic valve. 
 

 

Defrosting  
Defrosting ice from the vapor conden-
ser after a product cycle is hot gas de-

frosting (hot water is an option and 
recommendation). 

 

Refrigeration  
The FD4 lab.Freeze dryer has 1 her-

metic compressor, air cooled condens-
ing unit with non -cfc refrigerant 

Vacuum System  
The vacuum pump system has capacity approximately 6 cubic meter per hour. 
Vacuum pump type are NADE 2 stages rotary with ultimate pressure 4 x 10-3 

mbar. Vacuum pump connected to the chamber isolated by electric vacuum sole-
noid valve. The pump features an automatic isolating valve to hold the chamber 

pressure in the event of power failure or vacuum value not reach as set point.  

 

Heating System  
The heating system is silicone sheet heater 24V DC control by PID temperature 
controller 

. 

Instrumentation  
All instruments used complied national safety standard. 

Vacuum pump and vacuum gauge: NADE, Compressor: Tecumche or equivalent, 
PLC: Mitzubishi or equivalent. 


